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We describe the experiment and technology leading to a target plasma for the magnetized target
fusion research effort, an approach to fusion wherein a plasma with embedded magnetic fields is
formed and subsequently adiabatically compressed to fusion conditions. The target plasmas under
consideration, field-reversed configurations~FRCs!, have the required closed-field-line topology and
are translatable and compressible. Our goal is to form high-density (1017 cm23) FRCs on the
field-reversed experiment-liner~FRX-L! device, inside a 36 cm long, 6.2 cm radius theta coil, with
5 T peak magnetic field and an azimuthal electric field as high as 1 kV/cm. FRCs have been formed
with an equilibrium densityne'(1 to 2)31016 cm23, Te1Ti'250 eV, and excluded flux'2 to 3
mWb. © 2003 American Institute of Physics.@DOI: 10.1063/1.1606534#
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I. INTRODUCTION

Field-reversed experiment-liner~FRX-L! is a plasma
formation experiment at Los Alamos National Laborato
operated in collaboration with researchers from Air Fo
Research Laboratory~AFRL!. The principal goal of this ex-
periment is to form and translate a field-reversed configu
tion ~FRC! with T'300 eV, n'1017 cm23, and lifetime
.10 ms into a metallic liner~flux-conserving shell!. This is a
precursor to demonstrating an approach to fusion ca
magnetized target fusion~MTF!.1 The FRC has been selecte
as a promising candidate target plasma because of the
existing empirical database2 and its proven ability to with-
stand translation and distortion.3

MTF is an alternative approach to fusion that lies b
tween the two more conventional approaches, magnetic
sion energy~MFE! and inertial confinement fusion~ICF!,
with respect to plasma lifetime and density. MFE time-sca
are long~milliseconds to hours! and initial densities are low
('1012– 1014 cm23). Magnetic fields are used to improv
plasma confinement beyond that expected for the free-fl
loss time. Some examples of this method are the tokam
spheromak, stellarator, reversed-field pinch, etc. ICF lie
the other extreme of the spectrum. In ICF, fusion occ
during short times ('1029 s) but at high density
('1024– 1026 cm23), resulting in short pulses of high
power. A pellet of fusion fuel is heated on its outer surfa
and the expelled gases and radiation cause the outer sh
compress the inner fuel. The ICF approach does not req
magnetic confinement and benefits from higher fusion re
tivity at higher densities. However, ICF requires extrem

a!Electronic mail: taccetti@lanl.gov
4310034-6748/2003/74(10)/4314/10/$20.00
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high uniformity, not only in engineering of the pellet but als
in the delivery of the heating to the pellet due to the hi
volume compression ratios required.4

MTF combines advantages of ICF and MFE.5–8 A target
plasma withn'1017– 1019 cm23 is compressed, as in ICF
but is preheated and has magnetic fields embedded in
insulate the plasma from the wall. Compared to ICF, t
relaxes the requirements on compression uniformity and
locity; compression can take microseconds rather than na
seconds. Fusion reactivity is given by the formula

R5nDnT^sDTv&5 1
4n

2^sDTv&, ~1!

where nD and nT are densities of deuterium and tritium
^sDTv& is the average cross section for a DT reaction, a
we are assuming9 nD5nT5n/2. As stated before, highe
density improves the reaction rate by many orders of mag
tude over conventional MFE. Most characteristic plas
scale lengths also decrease with increasing plasma den
thereby decreasing system size with respect to MFE.

The MTF process—at least as it relates to FRX-L—c
be separated into three distinct steps: formation of tar
plasma, translation of target plasma into target chamber~cy-
lindrical liner, or ‘‘can’’!, and compression of the chamb
along with the plasma to fusion conditions, coupling t
compressional energy into the plasma~see Fig. 1!. The MTF
concept itself is more general and encompasses other ta
plasma and driver combinations, but the basic requireme
for the target plasma are the same: a starting temperatu
Te'Ti'50– 300 eV, a density of 1017 cm23, and a closed
field line topology with a magnetic field of'5 T. The com-
pression in our case is achieved by driving a large ax
4 © 2003 American Institute of Physics
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4315Rev. Sci. Instrum., Vol. 74, No. 10, October 2003 FRX-L
current along the liner. The liner implodes, orpinches, main-
taining its shape, at least until the required radial compr
sion factor is reached~ten times for our case!.10–12This adia-
batic compression occurs at speeds on the order of cmms,
which are easily achievable with existing pulsed-power
cilities, such as the Shiva-Star facility at AFRL13 or the Atlas
facility under construction in Nevada~formerly at LANL!.14

We chose to use the FRC as our target plasma becau
has the required closed-field-line topology and has b
shown to be translatable and compressible. The large exis
empirical database gives us predictive capability and in
cates that the type of FRC required for MTF is achievab2

FRX-L is used to form these FRCs and will translate th
into a mock liner. We are currently studying the FRC form
tion process in the high-density regime.

An FRC is a toroidal plasma configuration with toroid
current and poloidal magnetic field, and ideally no toroid
field. It is composed of a closed field line region on t
inside and an open field line region on the outside. If form
inside a theta coil@commonly known as the field-reverse
theta pinch~FRTP! method#, the symmetry axis of the result
ing FRC coincides with the axis of the theta coil, as can
seen in Fig. 1. The volume-averaged plasma beta~ratio of
internal particle and field pressure to external field press!
is approximately unity, the highest energy density plas
that can be confined for a given closed magnetic field str
ture. The open field line region serves as a natural dive
allowing any particles which are able to escape the confi
plasma region to do it along the axis rather than deposit t
energy on the walls.

Although we use the FRTP method for FRC formatio
there are various other ways to do this.2 The formation se-
quence is detailed in Sec. II along with a description of
FRX-L device.

For FRC-based MTF we require higher density FR
than those formed by currently operating experiments, es
tially returning to the kind of parameters seen in the ea
FRC experiments.2 Although lifetime is thereby shortened
the plasma need only last long enough to be translated
compressed, or.10 ms. Similar largeEu ~kV/cm! FRCs
have been produced in the past,15–19 but none coupled with
presently known cusp-formation techniques nor with
modern suite of diagnostics at our disposal.20,21 In addition,
none were done with the intent of application to MTF, whi
presents its own set of unique requirements. These inc

FIG. 1. The three steps of FRC-based MTF.
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stability during formation and compression, energy confin
ment adequate for fast liner compressional heating, lin
plasma interactions, and plasma impurity content and
general consequences of high-energy-density plasma-wa
teractions.

II. FRX-L EXPERIMENTAL DESCRIPTION

In this section, we introduce the principal elements
the FRX-L experiment, including a description of the phy
cal components, the electrical circuit and its operation,
vacuum system and related components, and control and
acquisition systems. An overview of the existing diagnost
follows, although specific diagnostic results are left f
Sec. III.

The experimental design was guided principally by e
isting major hardware components~such as the main capac
tor bank facility! coupled with future plans for integrate
liner-on-plasma compression experiments. We begin by
quiring fusion relevant conditions in the final plasma a
work backwards from that point. We assume a possible 13
compression of the aluminum liner, and use the energy o
existing liner compression capacitor bank~Shiva-Star at
AFRL13! and fix the liner mass to pick a liner velocity tha
we can achieve. This in turn sets the liner size, which sets
plasma size and starting plasma density and pressure ne
A zero-D model for the cylindrical liner compression of th
FRC,22,23 and FRC semiempirical formation models,24 were
then used to determine required fields, which in turn dro
the design of the coils and the electrical circuit. Table I su
marizes the design parameters for the experiment and c
pares them to our actual parameters~see the following sec-
tions for more details on how the latter were obtained!. The
lift-off field ~not defined elsewhere! is the value of the exter-
nal axial magnetic field at the moment the plasma initia
detaches from the quartz tube surface due to the reversal
pressure.

A. Physical layout and components

The FRX-L experiment is distributed among three roo
composing the experimental facility: the experimental b
the screen room, and a workspace/test-area. The experi
tal bay contains all of the pulsed power components and
experimental vessel. Its high walls and interlocked do
protect personnel, who must remain outside during ope
tion. We discuss the screen room further in Sec. II D.

Figure 2 is a top-view of the experimental bay, drawn
scale. The principal components of the experiment are in
cated on the figure: the vacuum vessel~pump stand, quartz
tube, and liner regions! and the electrical components~theta
coil with transmission line, preionization~PI! bank, main
bank, bias bank, and cusp/mirror bank and coils, as wel
the stainless steel flux excluder plates between these an
theta coil!. The locations of the power supplies and trigge
are also shown for reference. Other equipment, such as
engineering controls used to return the capacitor banks
safe state and the diagnostics, are not shown on this fig

The central part of the machine is the theta coil, inside
which sits the quartz discharge tube. The coil is a single t
AIP license or copyright, see http://ojps.aip.org/rsio/rsicr.jsp
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TABLE I. FRX-L experimental parameters.

Parameter Design Achieved

FRC plasma
density 1017 cm23 '(1 – 8)31016 cm23

temperatureTi , Te 50–300 eV Te1Ti'250– 400 eV
radius~separatrix! 2.8 cm 2.8 cm
length 30 cm '30 cm
peak compression field 4 T 3 T
FRC configuration lifetime 25ms .10 ms ~equilibrium phase!
Hardware
coil radius,r c 6.2 cm 6.2 cm
coil length, l c 36.0 cm 36.0 cm
coil voltage 39 kV 37 kV
reversal electric field 1 kV/cm 0.95 kV/cm
main field rise time 2.5ms 2.5ms
D2 fill pressure,p0 80 mTorr 30–80 mTorr
lift-off field 0.7 T 0.15 T
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aluminum coil, segmented to allow access for diagnos
through three 1 cm gaps~Fig. 3!. The current is fed into the
theta coil via a parallel-plate transmission line made up
two 2.5-cm-thick aluminum plates. These plates lie horiz
tally and are 36 cm wide at the theta coil side, widening
2.5 m at the other end to accept 64 RG17/14 coaxial in
cables. The top and bottom plates are insulated from e
other with 24 layers of 127-mm-thick Mylar film. These
many layers are necessary to minimize the possibility
imperfections in the Mylar allowing a direct tracking pa
from one plate to the other~in the section prior to the dis
charge tube!. The Mylar sticks out 30 cm from the edges
the plates to prevent surface tracking. At the input side,
plates transition to coaxial cables over a distance of 30
This transition region is covered by an airtight box in
which SF6 is introduced to prevent breakdown during a sh
~one machine cyle, consisting of charging capacitors,
charging them, and reading out data channels!. The bias, PI,
and main banks connect to the transmission line via
RG17/14 cables.

The bias bank consists of two FRX-C compress

FIG. 2. Layout of FRX-L components, including main, bias, preionizat
~PI!, and cusp capacitor banks, transmission~xmission! line, power supplies
~PS!, triggers~trigs!, stainless steel~SS! shields, theta coils, cusp coils, an
liner. ~Inset is a closeup of the device central core.!
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modules25,26 connected in parallel, mounted on top of ea
other. Each of these modules is composed of two Gen
Electric 500mF, 10 kV capacitors in parallel. These are co
nected to a bias inductor~4 mH! with copper bus bars to
inductively isolate the bank from the PI and main bank d
charges. The capacitors are charged with a Spellman SA1
10 kV power supply and are switched into the circuit using
water-cooled ignitron~National Electronics NL-488A! on
each module, triggered with North Star Research IG5-F2
nitron triggers. The original FRX-C modules were modifie
slightly to charge negatively and yet maintain current in t
same direction through the ignitrons, as is required for th
operation.

The PI bank is made up of two Aerovox AeroStor 1.3
mF 100 kV capacitors. These are attached to a pair of para
plates which lay horizontally on top of the capacitors. T
plates are insulated from each other by 24 layers of 127-mm-
thick Mylar. The plates were made to accommodate up to
capacitors in order to vary PI current and ringing frequen
during preionization. Presently we use two capacitors, res
ing in a frequencyf 5250 kHz. The PI bank power supply i
a Spellman SA70P4 70 kV supply, and the PI bank
switched using a single Maxwell pressurized rail-gap swi

FIG. 3. Detailed schematic of FRX-L theta coil.
AIP license or copyright, see http://ojps.aip.org/rsio/rsicr.jsp
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4317Rev. Sci. Instrum., Vol. 74, No. 10, October 2003 FRX-L
~Model 40 302 ‘‘Atlas-type’’14!. The initial trigger is sup-
plied by a Maxwell 40168 trigger amplifier that in turn trig
gers a Maxwell 40151B trigger generator. The latter supp
a 100 kV pulse to trigger the rail-gap switch. Similarly to th
theta coil transmission line, an SF6 box surrounds the paral
lel plate to cable transition. Eight low-inductance RG17/
cables connect the PI bank to the theta coil header.

The main capacitor bank~field-reversal bank! is a two-
stage Marx bank with a maximum erected voltage of 120
A Marx bank is a capacitor bank that is split into equal pa
~two in our case! charged in parallel to the same potenti
These are then switched in series or ‘‘erected’’ such that t
voltage multiplies by the number of stages. Since each
of our bank has a capacitance of 72mF, it becomes 36mF
when erected. Two separate power supplies~Universal Vol-
tronics HV DC Power Supply, BPO 62-800-LANL!, one
positive, the other negative, are used to charge the lower
upper half of the Marx bank, respectively. The bank
erected by and discharges through four Maxwell pressur
rail-gap switches~model 40 302!. Since the bank can provid
up to 0.25 MJ, a protection circuit was designed to prev
against damage from a prefire that could cause a si
switch to take all the energy.27 If a prefire is detected, a
signal is automatically sent to trigger the remaining th
switches thereby sharing the current among all of them.
trigger system is similar to the one used for the PI bank.

The crowbar switch is identical to the one used to d
charge the main bank but is situated on the output side.
purpose of the crowbar is to extend the lifetime of the FR
by maintaining the current in the load relatively consta
after it reaches its first peak. The design of the crowba
described elsewhere.28

The cusp bank is a separate circuit, though mutual
ductance must be considered due to the close proximit
the cusp coils to the theta coil. Individual coils are 16-tu
hollow copper conductor coils encased in epoxy, havin
thickness of 2.5 cm and an i.d. of 14 cm. Three of these c
side by side combine to form a cusp coil. Stainless s
shield plates with a soak-through time'100 ms, or flux ex-
cluders, are placed between these coils and the theta co
reduce mutual inductance~the cusp field, with a quarte
cycle time of 900ms, penetrates these, while the PI and m
bank fields to not!. The entire cusp bank consists of fo
FRX-C double modules, identical to the ones used on
bias bank. Four additional modules are available for wh
we increase the number of coils to include a set surround
the liner region into which the FRC will be translated. T
modules are powered by a Peter Dahl 10 kV supply.

B. Vacuum system

The vacuum chamber consists primarily of an 11
outer diameter dielectric quartz tube of 2.5 mm wall thic
ness located inside the theta coil. The tube is evacuated
filled with deuterium at low pressure. The pump stand, s
porting the mechanical and turbo pumps, is on a sepa
frame, and the pump manifold is connected to one end of
quartz tube via a bellows to reduce vibrations.~The other end
of the quartz tube is where the liner will be located and in
which the FRC will be translated in the near future.!
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All vacuum flanges use copper gaskets except for
seal with the quartz tube. This seal was specially designe
deal with the varying tolerances of the quartz tube. Each s
is comprised of a Viton O-ring that fits around the tube
each end and specially shaped stainless rings that pres
the O-ring from either side, compressing it against the qua
tube and making a seal. The base pressure in the vac
chamber before a shot is approximately 331027 Torr.

The working gas is deuterium, D2 . We operate with a
static gas fill, with pressures ranging from 10 to 100 mTo
Future plans include an upgrade to a puff fill system. The2

fill line is maintained under positive pressure. When rea
for a shot, a plenum of approximately 500 cm3 is filled to a
pressure on the order of a few Torr, after which the fill lin
valve is closed and the plenum is opened to the chambe

The principal pump is a Varian TV-551 Navigator, 55
l/s turbopump, backed up by a dedicated mechanical pu
An independent mechanical pump is used to rough out
chamber prior to opening it to the turbopump. An automa
vacuum control system using National Instruments Fie
point modules and LabVIEW Realtime software controls t
various sequences and prevents damage to the vacuum
ponents. All of the vacuum gauges are automatically disc
nected during a shot via air-driven switches.

C. Electrical circuit and operation

The FRX-L circuit consists basically of a theta-pinc
coil ~a straight coil, i.e., it has no mirror fields at the end!
driven by various capacitor banks in parallel, precisely tim
to form, contain, and translate an FRC with the temperatu
density, and lifetime appropriate for MTF. A simplified ci
cuit diagram is shown in Fig. 4. Not all parasitic inductanc
and capacitances are shown in this diagram. The princ
components, as shown, are the crowbar and the main,
and PI capacitor banks.

The formation sequence follows very closely the exp
nation presented by Hoffmanet al.,29 except that our theta
coil has no passive mirror. We instead use a separate s
slow cusp coils at either end of the theta coil, which null o
the initial bias field at these locations~pull theta coil field
lines radially outward!, but later serve as mirrors with respe
to the main bank reverse field. The following are details
the sequence as it pertains to FRX-L. Refer to Fig. 5
details.

The bias bank, with a quarter cycle time,t1/45140 ms,
produces the low-level slowly varying magnetic field whic
later becomes trapped to form the FRC. When the bias b
discharge is initiated, a static fill of D2 gas is present in the
quartz tube. Upon reaching the first minimum of the b

FIG. 4. Simplified electrical circuit of the FRX-L device.
AIP license or copyright, see http://ojps.aip.org/rsio/rsicr.jsp
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4318 Rev. Sci. Instrum., Vol. 74, No. 10, October 2003 Taccetti et al.
field, the PI bank is triggered, witht1/451.0ms. This bank is
used to ionize the gas by ringing the magnetic field at h
frequency. We chose this preionization method, known as
u-PI method, from among the various possibilities2 due to its
simplicity—no additional hardware except for the bank
necessary on the experiment—and cleanliness—the only
purities possible are due to the quartz tube interacting w
the plasma~a transient effect occurring during PI field zer
crossing or main bank field reversal!. Once the bias field ha
diffused into the plasma sufficiently~determined empiri-
cally!, such that the field lines are frozen into the plasma,
main bank is triggered. This bank (t1/453 ms) is connected
such that its field is opposite in direction to the original b
field, and is'10 times larger in magnitude than the bi
field. The plasma is pulled radially outwards due toJ3B
forces between the large induced azimuthal current and
frozen-in bias field. As the reversal field diffuses into t
surface of the plasma, the force reverses direction and
outside of the plasma begins contracting radially. Soon af

FIG. 5. FRC formation sequence, from top to bottom: A: Chamber is fil
with neutral gas, bias magnetic field is applied, and gas is ionized; B: C
rent in theta pinch coil is rapidly reversed, plasma implodes; C: Magn
field lines reconnect; and D: FRC contracts axially to equilibrium confi
ration ~separatrix radiusr s is shown!.
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wards, the fields reconnect near the ends of the theta
and field line tension at these locations causes the plasm
compress axially. The equilibrium FRC consists of a reg
of closed field lines and a region of open field lines, with t
separatrix delineating the boundary between the two.

The cusp/mirror coils, located at either end of the th
coil, create a null with respect to the bias field and seed
reconnection to occur repeatably in the same location. T
also make a mirror magnetic field with respect to the m
bank field, thereby holding the FRC centered underneath
theta coil after formation.

D. Control and data acquisition systems

Control and data acquisition systems are operated f
within our screen room, an rf-shielded room containing
racks of digitizers, control system components, and rem
~fiber-optically connected! diagnostics. Three live video
screens supply views of the experimental area to the oper
and other personnel in the screen room. Other computer
minals make it possible for investigators to view and analy
data after each shot.

No hard connection exists between the experiment
the screen room. Any diagnostic signals coming into
screen room are not allowed to contact the experiment.
agnostics that require contact with any part of the experim
are situated inside a separate rf-shielded enclosure whic
allowed to float up in potential along with the experimen
Communication with these digitizers is done using a N
tional Instruments GPIB fiber-optic extender.

The control system is comprised of air and fiber-op
signal lines which return interlock status signals and send
charge and fire signals, among others. The automaticsafing
sequence~a sequence that returns the capacitor banks t
safe state! is also controlled in this manner. The system is r
on LabVIEW on a PC communicating with a National In
struments PXI crate.

The data acquisition system is run separately from
control system. The system interface was written in La
VIEW as well, but is run on a UNIX platform. Communica
tion between the computer and the digitizers is done
GPIB bus. We use all available GPIB communication po
i.e., 15, totaling 58 data channels at present. Digitizers ra
from old Camac-style LeCroy TR8818A transient record
to VXI digitizers ~HP E1427A and Tektronix TVS641A
wave-form analyzers!. Scopes are used for data that mig
indicate to personnel whether or not the shot should be
corded, as the data retrieval process lasts about 5 min a
one of the limiting factors for our shot rate. Th
initialization/configuration information and data are stor
on Sybase30 and MDS131 databases, respectively, though w
will be transferring the configuration parameters to MDS1
as well. The data can be later analyzed using either IDL32 or
DWScope.31

E. Diagnostics

In this section we introduce the principal diagnostics u
lized on FRX-L, summarized in Table II. Specific data o
tained with each is discussed in Sec. III.
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TABLE II. FRX-L diagnostics.

Diagnostic Information provided

Present:
Flux loops,Bz probes separatrix radius, excluded fie
Multichord He–Ne red interferometer~single-pass!, side-on density
Optical tomography large-scale plasma behavior
Framing camera, end-on large-scale plasma behavior
Bolometer radiated power
Multichannel spectrometer impurity line intensities vs tim
Undergoing initial testing:
Multipoint Thomson scattering Te , ne
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Magnetic field probes (Ḃ probes! and flux loops placed
in the radial gap between the discharge tube and the t
coil measure the excluded flux as a function of time.33 The
36 cm long FRX-L theta coil is split into four equal se
ments, labeled A–D, each 8.25 cm long, with a 1 cm gap
between them. As shown in Fig. 6, four magnetic probe/lo
pairs were located at one edge of each of these segmen
at z529.25,20.5, 8.75, and 18.0 cm, with the midpoint o
the theta coil taken to bez50. Magnetic field probes mea
sure the axial magnetic field at specific points, while fl
loops measure the flux through the theta coil at given a
locations. The excluded flux is defined as the amount
magnetic flux~determined by the field measured with a ma
netic probe and assuming azimuthal symmetry! excluded by
the FRC, i.e., the flux which would be present inside
FRC separatrix if the FRC were not present. This last st
ment can be expressed in the form of an equation,

fexc5Bppr s
2, ~2!

whereBp is the axial magnetic field measurement during
plasma shot andr s is the FRC separatrix radius. The rel
tionship between the flux and magnetic probe measurem
during a plasma shot can be written as

fp5Bpp~r c
22r s

2!, ~3!

wherer c is the inner radius of the theta coil, andfp is the
flux probe measurement during a plasma shot. Durin
vacuum shot, instead, as there is no excluded flux,

fv5Bvpr c
2, ~4!

FIG. 6. Cross section of a theta coil showing location of flux loop andḂ
probes.
ep 2003 to 128.165.156.80. Redistribution subject to 
ta

p
, or

l
f

-

e
e-

ts

a

whereBv andfv are the magnetic field and flux probe me
surements during a vacuum shot. Taking the ratio of th
last two equations, we can obtain the separatrix radius
function of time in terms of measured quantities:

r s5r cS 12
fp

fv

Bv

Bp
D 1/2

. ~5!

The magnetic probe design is limited by both the hi
voltage environment in which it must operate and the narr
gap inside of which it must fit~'5 mm exists between the
discharge tube and the theta coil!.

The magnetic probe and flux loop signals are also co
bined into a differential integrator circuit~the same one use
by the University of Washington Group on the LS
experiment34! to provide an immediate excluded flux me
surement. The magnetic probe signal is subtracted from
flux loop signal after being integrated. The flux loop signa
attenuated such that the two cancel out during a vacu
shot. A nonzero signal then indicates excluded flux
present.

The multichord He–Ne~632.8 nm! laser single-pass in
terferometer was designed by AFRL. It was originally set
with two chords, but has recently been upgraded to eig
Abel inversion and tomographic analysis of the data w
provide a density plot of a cross-section of the plasma a
function of time. Originally, the interferometer was set up
the midplane of the theta coil~Fig. 6, z50) with the two
chords at a distance ofr 50 cm andr 52 cm from thez axis,
respectively. Presently, the eight chords are set to span m
of the discharge tube radius (z50, r 50, 0.7, 1.9, 2.4, 3.0,
3.4, 3.6, and 4.2 cm!. Combining the line-integrated densit
measured along a diameter (r 50 chord) with the excluded
flux radius measurement,r s , one can define an average de
sity ^n&5*ndr/2r s . The volume-averagedb can be ob-
tained fromxs5r s /r c using2

^b&512xs
2/2. ~6!

This equation is a simple but extremely useful relation b
tween the separatrix radius and^b&, obtained by considering
axial equilibrium and radial pressure balance, where a
equilibrium refers to axial force balance between field-li
tension and plasma pressure~neglecting the pressure outsid
the separatrix and assuming the theta coil is sufficiently lo
such that there is a region of straight field lines in t
vacuum region at either end!. Assuming radial pressure ba
ance at the midplane, one may then estimate the total pla
AIP license or copyright, see http://ojps.aip.org/rsio/rsicr.jsp



e

on

a
th

th
in
a
t

h
cy

a
s
p
is

on
u

s
he
e

the
is

As
the
re-

ias
the
es,
PI

the
ter-

on
PI

-
ut
ed

lt
nd
ts

4320 Rev. Sci. Instrum., Vol. 74, No. 10, October 2003 Taccetti et al.
temperature usinĝb&5n(Te1Ti)/(Bext
2 /2mo) ~with Te,i in

units of eV!, whereBext is the magnetic field external to th
FRC ~in units of Tesla, measured by the magnetic probes!.

Another important diagnostic is the multipoint Thoms
scattering system, used to measureTe andne . A 20 J pulsed
ruby laser is fired through the plasma from one end at
angle such that it cuts through the high density regions of
FRC. The collecting optics, arrayed along thez axis, are
brought up close to the discharge tube by drilling holes in
theta coil. There are a total of six collectors, each view
the plasma at three spatial points, thereby providing dat
different axial and radial locations. The system is presen
in its testing phase and first data is expected shortly.

III. INITIAL RESULTS

A. Preionization

We utilize theu-PI technique to preionize the gas, whic
consists of ringing the theta pinch coil at a high frequen
thereby inducing a large azimuthalE field which breaks
down the gas.

The u-PI technique has both advantages and disadv
tages over other methods. This method is very clean, a
electrodes are required inside the discharge tube. It also
vides a high level of ionization, about 100%. The main d
advantage of this method is that it traps only'45%35 of the
initial bias field, at best. It also puts additional restrictions
the capacitor banks, as the PI bank must produce eno
field to cancel out the bias bank~zero crossing! as explained
below.36–40
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The PI bank is fired at the first minimum of the bia
field. The large azimuthal electric field induced ionizes t
D2 gas. Ionization occurs initially at locations where th
magnetic field is zero, or where the PI field cancels out
existing bias field~the mean free path of the electrons
maximized at these locations!. As E is proportional tor, the
plasma sheath forms initially near the quartz tube wall.
the PI field oscillates, this sheath is compressed towards
axis and expanded towards the tube wall, ionizing the
maining gas via the snow-plow effect.41,42The bias field dif-
fuses into the plasma, eventually becoming trapped in it.

The more times the PI field rings, the more time the b
field has to diffuse into the plasma, although this means
plasma is expanded against the quartz tube wall more tim
picking up more impurities. For this reason, the number of
rings required before the firing of the main bank, even
exact phase of the ring where one does it, is a value de
mined empirically for each FRC device.

We studied the dependence of the ionization fraction
fill pressure, relative voltage of PI to bias, and variation in
frequency~by changing the number of capacitors!.

B. FRC formation

The following are initial results on FRC formation ob
tained with the FRX-L device. Operation with and witho
cusp/mirror coils and problems with the crowbar-induc
field modulation are also discussed.

Reproducible formation of FRC plasmas was difficu
until we began operating with cusp/mirror coils at either e
of the theta coil. Without the cusp coils, the field null poin
d
e
tion
FIG. 7. Correlation between axial magnetic field, excluded flux, and integrated line density~left column!, and calculated quantities volume-averaged beta^b&,
normalized separatrix radiusxs , andTe1Ti ~right column!, FRX-L shot 1525. Crowbar mismatch is evident in theB plot after peak field. The vertical dashe
lines in this plot refer to times at which excluded flux is calculated in Fig. 8. Integrated line density is shown at two radii. Plasma density persists byond the
first crowbar modulation cycle but undergoes characteristicn52 instability after 15ms. Cross-hatched portions indicate where FRC symmetry assump
used in deriving those quantities becomes invalid. Fractional error on axialB plot is '2%, and is propagated tofexc andxs . Error bars are shown only for
selected points for clarity.
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occur well outside of the theta coil, where field reconnect
is more difficult due to decreased ionization levels. Rec
nection without cusp coils was therefore most probably d
to tearing of the field lines under the theta coil, making
very irreproducible. With the cusp coils, the field nulls occ
much closer to the theta coil, and the x-points form wh
these nulls occur. In addition, as detailed in Sec. II C,
cusp coils form a mirror field with respect to the crowbarr
main field, helping maintain the FRC inside the theta c
after formation. Without this mirror field, and with the com
pression due to the modulation on the crowbarred field~more
below!, the FRCs were ‘‘squeezed out’’ and translated
soon as they were formed.

We present the results from a representative shot~1525;
25.3 mTorr D2 static fill! which exhibits good lifetime and an
n52 rotational instability, a characteristic particular
FRCs.43 Though the actual cause of the rotation of this ins
bility is still a matter of debate, the mode is well charact
ized. The cross section of the FRC is elongated along
direction, taking an oval rather than circular shape. The F
then rotates, its cross section eventually elongating enoug
skim the walls of the container, quickly losing containme

Figure 7 shows a plot of the axial magnetic field me
sured with the probe from theta coil segment A~refer to Fig.
6! along with plots of the excluded flux, line-integrated de
sity ~left column!, and various calculated quantities~right
column!. The density was measured atz50, r 50, 2 cm,
using the two-chord version of the visible HeNe interfero
eter. The volume-averaged beta^b&, normalized separatrix
radiusxs , andTe1Ti are calculated as detailed in Sec. II
TheB plot shows the initial negative bias magnetic field a
the PI field superimposed att'1 ms. The main~reversed!
field is fired just before the PI completes 1.5 cycles. The fi
reaches a maximum at 9.5ms, after which point it oscillates
dramatically due to the effect of the crowbar inductance
the circuit. Ideally one desires a monotonically decay
field after reaching this peak. The vertical dashed lines re
to times at which excluded flux is calculated in Fig. 8. T
excluded flux was obtained at the same axial location as
bottom plot. The bottom left plot shows the initial line
integrated electron density atz50 as the gas is ionized, fol
lowed by a sudden increase during field reversal. The den
becomes quiescent from'12 ms until about 15ms, when it
begins to oscillate, as is characteristic of FRCs undergo
an n52 instability. The off-axis chord does not traver
through any plasma when the major radius of this ellipse
along the direction of the interferometer beam, while t
density in the off-axis chord is maximized when the FRC h
rotated by a further 90°. As shown on the plots on the ri
column, the FRC is formed at'10 ms with an xs50.29
60.04, Te1Ti'440 eV, and ^ne&'3.931016 cm23. It
reaches an equilibrium state at'12 ms, with xs50.43
60.02,Te1Ti'250 eV, and̂ ne&'1.331016 cm23.

The fractional error on the magnetic field plot is'2%,
while the error on the line-integrated density plot is less th
the linewidth on the scale shown. The magnetic field erro
propagated to the calculated valuesfexc and xs , as shown.
The error is not propagated to^b& andTe1Ti , as these are
volume average estimates, and error propagation would
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sult in an misstatement of the confidence in these estima
To obtain thefexc plot, a single point measurement is used
obtain the magnetic field and symmetry is assumed~which
does in fact turn invalid once the plasma becomes asymm
ric, after onset of then52 instability!. The derived quanti-
ties on the right column of the figure are obtained as deta
in the diagnostic section and using values from the left c
umn. Because the excluded flux becomes invalid after as
metry sets in, so are these derived values~^b&, xs , and Te

1Ti), which depend on thefexc measurement. Therefore th
values in the right column should be ignored after instabi
sets in~cross-hatched portion!.

The excluded flux~or separatrix! radius is obtained as
detailed in Sec. II E. By using probes at the four locatio
indicated above, we obtain the excluded flux radius for
same shot shown in Fig. 7. The separatrix radiusr s oscillates
with the same frequency as the crowbarred field, increas
in size when the field gets weaker and vice versa. One
use this radius to obtain the excluded flux by multiplying t
excluded area (pr s

2) times the external field measured by th
magnetic probes. The excluded flux radius can be calcula
at the four locations indicated above, as a function of tim
These values are then splined alongz, and smoothed in time
and combined to obtain a contour plot of the excluded flux
time, as shown in Fig. 8. This figure shows, via the exclud
flux, the FRC separatrix forming and monotonically dimi

FIG. 8. Excluded flux contours as a function of time and axial positi
FRX-L shot 1525~top!, and excluded flux vs axial position at various time
~bottom!. Lineouts at 9.5 and 13ms correspond to the first peak in the ma
reversal field and the first minimum of the modulation, respectively~see Fig.
7!. Data points~markers! are splined alongz.
AIP license or copyright, see http://ojps.aip.org/rsio/rsicr.jsp
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ishing in length and losing excluded flux, even with t
crowbarred field oscillating to less than 50% of its origin
value. The top plot in this figure is a contour plot showi
the magnitude of the excluded flux~mWb! as a function ofz
position and time. The bottom plot shows the excluded fl
vs z at various times, obtained by taking cross sections of
contour plot at the times indicated on it with dashed lin
Note that these are the same times that were labeled in Fi
The markers indicate actual data points at the probe lo
tions. The same arguments regarding the validity offexc in
Fig. 7 apply to this figure.

IV. FUTURE DIRECTIONS

We are currently working on solving the problem of th
excessive modulation in the crowbarred magnetic field.
this containing field oscillates, the FRC increases and
creases in radius, running the risk of hitting the walls; it a
stretches axially, possibly beyond the ends of the theta c
into regions of cold unionized gas. Possible solutions for
crowbar ringing problem include reducing the inductance
the crowbar switch, increasing the load inductance, and
erating at higher main bank voltages, resulting in better
gap conduction~and possibly also lower switch inductance!.

Initial results and comparison to older published resu
gives us confidence that the device is performing near ex
tations. These results are exciting indications of the poten
performance of the device, and the confirmation of th
estimates with more direct measurements~Thomson scatter-
ing! is anticipated. We are well on our way to achieving t
parameters required to make an MTF target FRC. Table
shows important parameters and values achieved so
along with required values (fequil is the poloidal flux con-
tained in the FRC once the configuration reaches equ
rium, estimated by assuming a rigid-rotor-like radial press
profile,24 usinge50.25). Increasing bank voltages and ha
ware modifications should allow us to push further into t
parameter space.
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TABLE III. FRX-L summary of experimental results.

Parameter
Before contraction

~at 10ms!
Equilibrium value

~at 12ms! Desired value

^ne& ~cm23! '3.931016 '1.331016 (1 – 10)31017

Te , Ti ~eV! Te1Ti'440 Te1Ti'250 50–300
fequil ~mWb! N/A 0.3 1.0
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